
FIG. 1 



27CK 



SENSOR 



220^ 



SIGNAL 
AMPLIFIER 



230-^ 



TWAVE 
FILTER 



r240 



SELECTOR 



260jn 



200 



r250 



BEAT 
DETECTOR 



I 



J 



ADDITIONAL 
LOGIC 



r 27 0 



COMM 
INTERFACE 



FIG. 2 



Page 2 of 4 

DISTRIBUTED CARDIAC ACTIVITY MONITORING WITH SELECTIVE FILTERING 

10/781,045 
16491-029001 
REPLACEMENT DRAWING 



2/4 




Time 



FIG. 4 



£500 

IDENTIFY HEART BEATS 
IN SENSED CARDIAC SIGNAL j 



w C$10 

SELECTIVELY ACTIVATE T WAVE FILTER \ 
IN RESPONSE TO DISCOVERY OF A PREDETERMINED 
CHARACTERISTIC IN THE SENSED CARDIAC SIGNAL 



i £520 

IDENTIFY HEART BEATS 
IN SENSED CARDIAC SIGNAL 
USING THE ACTIVATED T WAVE FILTER 



FIG. 5 



Page 3 of 4 

DISTRIBUTED CARDIAC ACTIVITY MONITORING WITH SELECTIVE FILTERING 

10/781,045 
16491-029001 
REPLACEMENT DRAWING 



600 



3/4 




15.0 20.0 25.0 30.0 
FREQUENCY (Hz) 

FIG. 6 



700 




20.0m 40.0m 



60.0m 80.0m 
TIME (Sec) 

FIG. 7 



i r 
100.0m 120.0m 



152.0m 



Page 4 of 4 

DISTRIBUTED CARDIAC ACTIVITY MONITORING WITH SELECTIVE FILTERING 

10/781,045 
16491-029001 
REPLACEMENT DRAWING 



4/4 



r 80 0 r 81 5 



IDENTIFY HEART BEATS 
IN A SENSED CARDIAC SIGNAL 




RECEIVE AT LEAST A PORTION 
OF SENSED CARDIAC SIGNAL 
FROM MONITORING APPARATUS 






r 805 




r 820 


DETERMINE POSSIBLY 




DETERMINE-POSSIBLY 




ABNORMAbTWAVE-AND-~ 

NOTIFY SYSTEM OPERATOR 




ABNORMAL T WAVE AND 
NOTIFY SYSTEM OPERATOR 






r 810 




r 825 


SEND AT LEAST A PORTION OF 
THE SENSED CARDIAC SIGNAL \ 
TO THE MONITORING STATION 




IDENTIFY AN ABNORMAL 
T WAVE IN THE AT LEAST A 
PORTION OF THE SENSED 
CARDIAC SIGNAL 






r 835 




r 830 


ACTIVATE THE T WAVE FILTER 
IN RESPONSE TO THE MESSAGE 




SEND A MESSAGE TO THE 
MONITORING APPARATUS OVER 
A CHANNEL TO ACTIVATE 
THE T WAVE FILTER 






r 840 


* 


r 845 


OUTPUT INFORMATION 
CORRESPONDING TO 
HEART BEATS IDENTIFIED 
USING THE T WAVE FILTER 




RECEIVE THE OUTPUT 
INFORMATION 






r 855 




r 850 


DEACTIVATE THE T WAVE 
FILTER IN RESPONSE TO 
THE SECOND MESSAGE 




SEND SECOND MESSAGE IF 
OPERATOR DETERMINES THAT 
FILTERING IS NOT NEEDED 





FIG. 8 



